The Wayback Machine - https://web.archive.org/web/20220615120303/https://www.photorobot.com/robots/multicam

Multicam

A multi-camera system for 3D and multi-row images captured simultaneously

Output examples

Production time -
2 min 26 sec
Ventilator

Small objects

Production time -
1 min 19 sec
Clamp animation
Small objects

Production time -
1 min 02 sec
Crunchy Muesli
Small objects

More Outputs
technical specifications

Parameters

PRO

PRO XL

Elevation

Motor-assisted (SW-controlled)
Motor-assisted (SW-controlled)
Elevation ' range

370 mm/ 14.6"

370 mm/ 14.6"

Top view range '

0'2?90??

02?90?77

Top view range ' increment
7.5??

7.5??

Number of positions for mounting DSLR
13

13

Radius from centre of rotation
950 mm / 37.4"

1250 mm / 49.2"

Supply voltage

AC115/230 V
AC115/230V

properties

PRO

PRO XL

Minimum step

LAN, Wi-Fi

Minimum step

Rest API Documentation
dIMENSIONS

PRO

PRO XL

Transport dimensions (H:W:D)
1600 ?? 410 ?? 1205 mm / 63" ?? 16.1" ?? 47.4"
1800 ?? 300 ?? 120 mm / 70.9" ?? 11.8" ?? 4.7"
Transport Weight

16 kg / 35 Ibs

25kg /55 lbs

request your configuration
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